
DAFA double-sided  
adhesive vapour barrier tape

Strong double-sided adhesive 
special tape that withstands a high 
permanent load 

•   Seals joints 

•   Resistant to damp and solvents

•   Suitable for attaching   
 vapour barriers to steel   
 structures

•   Full attachment at overlap

•   Approved for the bonding of  
  vapour barrier foil in accordance  
  with DS/EN 13984

Read more at www.dafa-as.com

Dimension Contents per box DAFA item no. EAN no.

30 mm 
double-sided adhesive

12 rolls of 25 m 620015189 5705636349312  

Technical specifications

Adhesive Acrylic adhesive, solvent-free

Thickness 0,12 - 0,14 mm

Foil Special paper, 12 g / m²

Liner Silicone paper, brown

Peel value 25N / 25 mm (EN 1939)

Temperature resistance 30 oC to +120 oC

DAFA A/S • Holmstrupgårdvej 12 • DK-8220 Brabrand • Tel. +45 87 47 66 66 • E-mail dafa@dafa.dk • www.dafa.dk
DECEMBER 2015

DAFA double-sided adhesive vapour barrier tape is a part of  
DAFA AirStop System and is a strong adhesive tape for bonding 
vapour barrier foils.

DAFA AirStop System® is a registered trademark in the EU
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Insured by

DAFA offers a function 
and product warranty for 
10 years on all products 
associated with DAFA 
AirStop System.

Distributed in UK by RCM
www.buildingboards.co.uk
T. 0800 612 4662


